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BRADEN

1200B SERIES

* Multiple planet gears
provide compact size

» Available with right
angle input and in-
tegral parking brake,
with or without over-
running clutch

* Planetary gearing
provides high
mechanical efficiency

* Metal face and o-ring Wheel Drive

L) seals provide positive | |~
| sealing
T 125,000 LB-FT OUTPUT
¢ Tapered roller bear-

ings provide high HIGH EFFICIENCY

radial and thrust load

capacity PLANETARY DRIVE

* Optional reduction
ratios from 58:1 to
2071

* Speed reducer and
shaft output versions
available for swing
and winch drive
applications Distributed by:

PACCAR WINCH DIVISIONS

Pl P.0. BOX 547 » BROKEN ARAOW, OK 7403
Prirted in USA, PHOME: (218) 251-8511 = FAX: (918) 258-2822
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BRADEN 1200B SERIES DIMENSIONAL INFORMATION

OUTPUT OPTIONS . INPUT OPTIONS
19. 63

"RD" SPEED --]—5» 76
REDUCER

SAE "C" OR "D"
IIRBH

RIGHT ANGLE INPUT

PLANETARY W/INTEGRAL BRAKE

SECTION

FRAME MOUNT

"WD" WHEEL
 DRIVE
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SPROCKET MOUNT

"SD" SWING
DRIVE

:mem MoUNT B h

"D" DUAL OFFSET INPUT

FRAME MOUNT
15. 54

Approximate Weight Range (depending on options) 1,050-1,400 LBS
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